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PES1.41710 1AB 996 214-031 05.518.000 049 X X X X X X X X X X A 1

PES1.41730 1AB 996 214-051 05.508.000 049 X X X X X X X X X X X X A 1

PES1.41900 1AD 996 018-671 05.520.000 049 X X X X X X X X X X A 1

PES1.41901 1AB 996 214-071 05.520.000 049 X X X X X X X X X X X A 1

PES1.41910 1AB 996 214-001 049 X X X X X X X X X X X X X A 1

PES1.41911 049 X X X X X X X X X X X X 1

PES1.41800 1AB 996 214-081 05.524.000 049 X X X X X X X X X X B 1

PES1.41810 1AB 996 214-011 05.526.000 049 X X X X X X X X X X X X B 1
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IjAByqDIMENSIONS Ij

Particularly recommended for tractors and slow-moving vehic-
les.
Tobemounted in factorydesigned locationsor in the frontbum-
per recesses. Lamps with housing should be installed on a ve-
hicle with an M10 bolt, in an upright position.
PES1 products are a replacement for Zetor lights.
Useful parts while installing:
main bulb mounting block - cat. No. A.07128
hermetic main bulb holder - cat. No. A.26925

Replacement parts:
main bulb gasket - cat. No. A.05820
hermetic position bulb holder - cat. No. A.26910

Dedicated application:
A - tractors:

Zetor, Zetor Forterra, Zetor Proxima
Ursus: 4505, 5714, 5314, 6014
Fendt, Fendt Farmer, Fendt Favorit, Fendt Xylon
Case IH, John Deere, Prokmar, Farmer, Farmtrac
Pronar: MTZ 1221
Ammann, Div, Doosan, Hamm, Hyundai

B - tractors:
Zetor 2002 models: Proxima, Forterra

IjAByq/ADDITIONAL INFORMATION Ij/

156x93x79, 184x102x79, 184x102x108
passing, driving, position
HC/R, A
right-hand
17.5
H4, W5W
75/70W, 5W
12V-24V DC
FF
IP54, IP55
plastic
glass
-

dimensions:
light functions:

function markings:
traffic:

reference mark:
source of light:

maximum power:
nominal voltage:

optics:
IP rating:

housing’s material:
lens’ material:

built-in connectors:

TECHNICAL DATA / FEATURES Ij/ IjAByq/


